ADDITIONAL POLICIES AS ADOPTED

DWELLING SIZE:  No dwelling shall exceed 5,000 square feet of floor area, including the floor area of any attached garage. Jan 2009

HEIGHT RESTRICTIONS:  Building Height shall not exceed 35 feet and shall be measured from the average finished grade of the primary four corners of the structure. A calculation of the building height shall be included in the design submittal. Jan 2009

DEBRIS AND TRASH REMOVAL:  Owners and developers shall clean up all trash and debris on the construction site at the end of each day. All waste materials shall be removed from the site upon completion of the project, and taken to an off-site facility. Owners and developers are prohibited from dumping, burying, or burning trash anywhere in Stagecoach unless approval has been obtained from the Fire District. Any cleanup cost incurred by SPOA in enforcing these requirements will be billed to the property owner. July 2013

DUMPING OF TRASH AND STORAGE OF VEHICLES:  Dumping of Trash and Storing of Vehicles on Vacant Lots:  Vacant lots shall not be used for the dumping or storing of rubbish, debris, trash or vehicles, whether registered or not registered. Vehicles include, but are not limited to, anything that can be driven, towed, dragged or moved around. July 2013

PROPERTY OWNER CUTTING OF BEETLE KILLED TREES

Note: Many property owners have taken down their beetle killed trees and removed or burned the slash generated. Some owners desire to contract to have their specific property cleared of the dead trees. In either case, the intent is to reduce the fuel load in the forest while retaining a safe and reasonably neat environment. The following rules shall be adhered to concerning the taking down of beetle killed trees. (This does not apply to live trees regulated by Article V (h)) - Jul 2013

- All downed trees will be de-limbed
- Logs may be sold or stacked in neat decks not to exceed 5 feet in height
- Slash Piles are required unless the fire district approves a limited cutting, crushing and scattering of the slash
- Slash scattering is limited to 2” diameter or less
- Slash piles must not exceed a maximum of 10’X10’X10’ and must be at least 100’ from any structure and 20’ from roadways
- Prior to any burn, a burn permit must be attained from the fire district
- Burns are limited to approved “burn days,” as designated by the fire district
- Caution must be exercised when burning